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ENA. Product information

Remis GmbH
Mathias-Brüggen-Str. 67-69
50829 Cologne
Germany

See sticker

Pleated fly screen in a cassette,
installed in the sliding door

Production status, 
production date:

Product version:

Manufacturer:
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ENScope of Delivery

1x Cassette with pleated fly screen and guide rails

1x C-pillar cover

1x Template

1x Edge protection strip

3x Magnetic plates 2x Screws 2x Steel clips
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1x Grub screw
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ENC. Warnings and Care Instructions

The handle bars may become very hot when
exposed to strong sunlight.

Warning:

Spare parts:

To ensure the pleats remain in good condition and
keep their shape, it is recommended to keep the fly
screen door folded when the sliding door is closed.

Usage note:

Spare parts are available from your specialist dealer. 

Care instructions: Do not use aggressive cleaning agents (such as
solvents or abrasive cleaners).
Clean the frame parts of the fly screen door with a
damp cloth and mild soapy water.
Clean the pleated fly screen carefully using a soft
brush.



6

EN   D. Installation Instructions

D.1. Preparing the Step 

Option A) Cutting the step without removing it

Place the template flush with the outer edge of the step/door seal, at a
distance of 63 mm.

Cut along the template into the step.
Make sure not to damage the vehicle bodywork.
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Option B) Cutting the step after removing it

Remove the B-pillar trim.
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Loosen the cover and remove the screws.

Remove the step.

Remove the step light.
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Place the template at a distance of 63 mm from the outer edge and cut along the template.

Attach the first steel clip 200 mm from the rear side and the second steel clip 400 mm
from the front side of the door seal.
Make sure that the inner lip of the door seal is inserted into the groove of the steel
clip.

D.2. Attaching the Steel Clips to the Upper Door Frame



10

END.3. Preparing the Fly Screen Door

Align the guide profiles and floor profile at a 90° angle to the cassette.
Make sure that the cords are not twisted.
Insert the tabs into the cassette groove and tighten the screws.
Repeat the process on the other side.
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Remove the protective film and insert the cover into the cover groove, 12 mm before the
corner connector.

Attach the edge protection strip to the edge of the cover and cut off any excess.
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END.4. Installing the Fly Screen Door

Place the floor profile of the fly screen door into the cut groove in the step.

Using a 1.5 mm drill bit, drill through the pre-drilled holes and secure the floor
profile with the plastic screws.
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Push the pleated screen and cover towards the rear so that there is no gap at the 
C-pillar.

Slide the groove of the upper guide rail onto the steel clips at the door frame edge.
If necessary, use the edge protection strip to fill any gaps.
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Drill a hole with a 2.8 mm drill bit directly in front of the first mounting bracket at
the top (only through the first layer).

Tighten the grub screw fully.
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Press the cover against the trim at the B-pillar and secure it with screws if
necessary.

The magnetic plates will attach automatically to the magnets.
Remove the protective film and press the magnetic plates firmly into place.
One magnet is located on the handle stip, and the other is located at the top centre in the
curved area.

D.5. Attaching the Magnetic Plates
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END.6. Adjusting the Cord Tension 
(if required)

Loosen the grub screw using a 1.5 mm Allen key.

To increase the cord tension: Pull the cord tensioner towards the handle strip
and tighten the grub screw again.

To decrease the cord tension: Move the cord tensioner in the opposite direction
and tighten the grub screw again.

Locate the cord tensioner inside the floor profile. Carefully run your finger
between the brushes to find it.
Follow the same procedure to adjust the tension.
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Locate the cord tensioner inside the floor profile. Carefully run your finger between
the brushes to find it.

Follow the same procedure to adjust the tension.
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After adjusting, make sure that the handle strip is parallel to the cassette profile and
the door seal.

Note: When tightening or loosening, align the handle strip in the following
direction:

Important:
Do not overtighten the cord. This may affect operation or cause the cord to
break. If this happens, the warranty will be void.


